ABU 444 service

This reel seemed to working fine with the excepbéithe line lay. The spool did not move in and folly when
cranking the handle-at certain points the spoolldvthang up’ and stick in one position. It is aplay reel but it is
still nice to have display reels that are fully ¢tinning and can be fished.

Remove the spool and handle and then remove thedrews holding on the body plate.

The problem with the line lay is apparent-the datig slider is held in place on the main shatiwivo c-clips.
One of the c-clips is loose and needs to be replace

Remove the two c-clips on the main shaft and tleemowre the main shaft. Undo the nut holding therrbbusing
in place and then remove the rotor housing. Nuectis a small screw underneath the pinion gedéneneel
body-remove this and then the pinion gear can b@ved.

Unscrew the drag knob fully and then you will haeeess to the drag washers. Before reassemblygergthing
a thorough clean.



Reassemble the drag stack giving the fibre washéght coat of drag grease. Oil the shaft onniagn gear and
replace it in the housing.

Coat the teeth and the upper surface of the gehranlight grease. Place a few drop of oil inpion bushing
and then replace the pinion gear in the housingte lthe screw in the reel body that holds the pirgiear in place.



Apply a few drops of oil to the main shaft and tmeplace-you will need to place the oscillatinglstion the stud
on the main gear (note that the ‘dimple’ on theltadtg slider faces towards the base of the reéhen
everything is in position replace the two c-clipsering that they are seated fully in the groovethe main shatft.

Apply a drop of oil to the bail spring mechanisntahe bail trip arm.

Replace the rotor cup and the rotor cup locking ieeplace the body cover and fix in place withtihie screws.
Replace the spool and handle. The spool oscitlatiorks fine now-note the perfect line lay-a lotteethan many
modern spinning reels!
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